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GSCD Ultra Light SeriesLG OUTDOOR LED SIGNAGE

The cabinet of the GSCD series is much lighter than that of other outdoor LED displays, significantly reducing the load of the building
when a large LED screen is installed on it.

Lightweight Design

If you add a 90° corner option, the GSCD series can deliver 
flawless content even when installed on the corners.

90° Corner Design Available
The front and back of the cabinet are IP65 certified, allowing 
stable operation unaffected by weather and harmful outdoor 
environments.

IP Rated Weatherproof Design 

Power / Data Unit

21.2 kg/m2

19.0 kg/m2

IP65

Power and control units attached to the cabinets can be 
removed, making it easy to fix problems that may arise.

Easy Maintenance Front or Rear Serviceability
The product offers either front access or rear access, allowing 
customers to choose installation options according to their 
environment and minimizes limitations in installation and 
maintenance.  

Pixel

Pixel

A
B

A : 12.7 mm
B : 17.5 mm



GSCD Ultra Light SeriesLG OUTDOOR LED SIGNAGE

DIMENSION

PRODUCT INFORMATION
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GSCD Series

Pixel Pitch 10.41 mm

Brightness 5,000 nit

Cabinet Weight 19.0 / 10.6 kg

Serviceability Front or Rear (One Option Only)

IP Rating IP65
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Regd. Office: LG Electronics India Pvt. Ltd., A-24/6, Mohan Cooperative Industrial Estate, Mathura Road, New Delhi-110044

As a continuing policy of product development at LG Electronics, the design and specifications are subject to change. They may vary from model to model. Colour/shades may vary due to printing restrictions. E&OE.


