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0. Precautions

Removal of waste batteries and accumulators
(Product with embedded battery ONLY)

LG Electronics provides qualified professionals with detailed
instructions on how to safely remove any batteries that are embedded
in your product (as required by European Union Directive
2013/56/EU).

In case the product contains a battery incorporated within the
product which cannot be readily removed by end-users, LG
recommends that only qualified professionals remove the battery,
either for replacement or for recycling at the end of this product’s
working life.

To prevent damage to the product, and for their own safety, users
should not attempt to remove the battery and should contact LG
Service Helpline, or other independent service providers for advice.

Removal of the battery will involve dismantling of the product case,
disconnection of the electrical cables/contacts, and careful extraction
of the battery cell using specialized tools.
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Bularian

M3xBbpnsiHe Ha OTNaabUM ChabpXalm 6aTtepum un akymynaTopm
(CAMO 3a npoayktu ¢ BrpageHa 6arepus)

B cny4aii, 4ye 1031 NpoaykT cbabpxa 6aTtepusi BKNIOYEHa B HEro, KOATO He MOXe NnecHo aa 6bvae
OTCTpaHeHa oT KpariHuTe notpebutenu, LG npenopbyBa camo KBanuuuupaxm cneynanmicti ga
n3saxpaar 6atepusata n Aa g 3aMeHsIT, U NPOAYKTHLT Aa ce Aaje 3a peuuKnnpaHe B Kpas Ha
paboTHWs cu XMBoT. 3a Aa NpeaoTBpaTAT noBpeaa Ha NPoAyKTa, KakTo 1 3a cobcTBeHaTa cu
6esonacHocT, noTpebutenuTte He TpsibBa Aa ce onuTeart Aa ussaxaat 6aTepusta n Tpsabsa fa ce
cebpxat ¢ LG Service ,['opelia nuHns®, unu apyru HesaBncMy OCTaBYNLM HA YCIYri 3a CbBeT.
N3BaxxgaHeTo Ha BaTepuaTa BKNIOYBA AEMOHTAaX Ha KyTUSATa Ha NPOAYKTa, pa3eguHsBaHE Ha
enekTpuyeckuTe kabenu/KoHTakT1, BHUMaTENHN U3BNNYaHe Ha KneTkaTa Ha baTepusaTa, KaTto ce
N3nonaear creynanuanpad MHCTPYMEHTU. AKO umaTe HyXaa OT MHCTPYKUuUTeE 3a
KBanuduumpaHn cneumannucTn OTHOCHO TOBa, Kak Aa ussaaute 6atepuaTa 6esonacHo, Mons
noceterte: http://www.lge.com/global/sustainability/environment/take-back-recycling

Croatian

Uklanjanje potroSenih baterija/akumulatora

(SAMO uredaiji s ugradenim baterijama/akumulatorima)

U slu€aju kada uredaj sadrzi ugradenu bateriju/akumulator unutar proizvoda koju ne moze izvaditi
krajni korisnik, LG preproucuje neka bateriju/akumulator izvadi samo kvalificirano osoblje, bilo radi
zamijene ili recikliranja na kraju vijeka trajanja proizvoda. Radi sprieCavanja oStecenja proizvoda i
radi vlastite sigurnosti, korisnici ne smiju pokusavati izvaditi bateriju/akumulator i trebaju
kontaktirati telefonsku liniju za pomo¢ LG servisa ili druge nezavisne pruzatelje servisa i zatraziti
savjet.

Uklanjanje baterije/akumulatora uklju€uje rastavljanje kucista proizvoda, odspajanje elektri¢nih
kabela/prikljucaka i pazljivo vadenje Celije baterije pomocu posebnog alata. Ako trebate upute
kvalificiranih profesionalaca kako izvaditi bateriju na siguran nacin, molimo posjetite
http://www.lge.com/global/sustainability/environment/take-back-recycling

Czech

Vyjmuti starych baterii a akumulatort

(POUZE pro vyrobek s integrovanou baterii)

V pfipadé, ze tento vyrobek obsahuje v produktu integrovanou baterii, kterou koncovy uzivatel
nemUze snadno odstranit, je doporu¢eno spole¢nosti LG, aby bud pfi vyméné, nebo za tcelem
recyklace na konci Zivotnosti tohoto produktu, bylo vyjmuti baterie ponechano pouze
kvalifikovanym odbornikim. Aby nedoslo k poSkozeni vyrobku, nebo kvuli viastni bezpecnosti by
se uzivatelé neméli pokouset vyjmout baterii, ale naopak se obratit o radu na servisni linku LG,
nebo na jiné nezavislé poskytovatele sluzeb.

Vyjmuti baterie bude zahrnovat rozebrani krytu produktu, odpojeni elektrickych kabelt/kontaktu a
peclivé vyjmuti baterie pomoci specializovanych nastroju. Potfebujete-li pokyny pro kvalifikované
odborniky o tom, jak bezpe¢né vyjmout baterii, navstivte prosim webové stranky
http://www.lge.com/global/sustainability/environment/take-back-recycling
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Danish

Fjernelse af opbrugte batterier og akkumulatorer

(KUN produkter med integreret batteri)

Hvis produktet har et indbygget batteri, som ikke nemt kan fjernes af slutbrugere, anbefaler LG, at
batteriet kun bliver fiernet af kvalificerede teknikere, bade hvis det er til udskiftning eller genbrug i
slutning af produktets levetid. Med henblik pa at forhindre skade pa produktet og af hensyn til
brugernes sikkerhed ma sidstnaevnte ikke selv forsgge at fijerne batteriet, og de bar kontakte LG
Service Helpline eller en anden uafhaengig serviceleverander angaende rad herom.

Fjernelse af batteriet involverer demontering af produkthuset, afbrydelse af de elektriske
kabler/kontakter og forsigtig udtagning af battericellen ved hjeelp af specialveerktgjer. Hvis du har
brug for vejledningen for kvalificerede teknikere om, hvordan batteriet sikkert skal fijernes, kan du
besgge http://www.lge.com/global/sustainability/environment/take-back-recycling

Estonian

Kasutatud patareide ja akude eemaldamine

(AINULT kaetud akudega toote korral)

Juhul, kui tootel on toote sisemuses asuv aku, mida Idppkasutaja ei saa lihtsalt eemaldada,
soovitab LG aku eemaldamiseks, nii vahetamise kui toote kasutusea I6ppedes havitamiseks,
kasutada ainult kvalifitseeritud personali abi. Selleks, et valtida toote kahjustusi ning tagada enda
ohutus, ei tohi kasutaja akut ise eemaldada ning abi saamiseks tuleb Uhendust votta LG teenuste
kasutajatoega voi mistahes muu edasimuijaga

Aku eemaldamisel tuleb eemaldada toote korpus, katkestada elektrijuhtmete/-kontaktide Gihendus
ning vastava téoriistaga eemaldada ettevaatlikult akuelement. Kui vajate aku ohutuks
eemaldamiseks professionaalset abiinfot, kilastage veebilehte
http://www.lge.com/global/sustainability/environment/take-back-recycling

Finnish

Kéytettyjen paristojen/akkujen poisto

(Tuote VAIN kiinte&lld akulla)

Tassa tapauksessa tuote pitaa sisallaan akun joka on liitetty kiinteasti tuotteeseen ja jota ei voida
valittémasti poistaa loppukayttdjien toimesta, LG suosittelee etta vain patevoitetyt ammattilaiset
poistavat akun, joko vaihtoa varten tai kierratettavaksi taman tuotteen kayttéian paatyttya.
Estaakseen tuotteelle tapahtuvaa vahinkoa ja taatakseen oman turvallisuutensa, kayttajien ei pida
yrittaa irrottaa akkua vaan ottaa yhteytta LG-palvelulinjaan tai muuhun itsenéiseen
palvelutoimittajaan saadakseen ohjeistusta.

Akun irrotus kasittaa tuotteen kuoren purkamisen, sahkojohtojen/-liitantdjen irrotuksen, ja
akkukennon irrotuksen erikoistyokaluilla. Jos tarvitset ohjeita patevditettyja ammattilaisia varten
koskien akun turvallista irrotusta, vieraile osoitteessa
http://www.lge.com/global/sustainability/environment/take-back-recycling
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French

Retrait de batteries et d’'accumulateurs & mettre au rebut

(produit avec batterie intégrée UNIQUEMENT)

Dans le cas ou ce produit contiendrait une batterie intégrée impossible a retirer facilement par les
utilisateurs finaux, LG recommande de confier exclusivement a des professionnels qualifiés le
soin de retirer la batterie, que ce soit pour la remplacer ou pour la recycler lorsque le produit est
arrivée en fin de vie. Pour éviter d’endommager le produit et pour leur propre sécurité, les
utilisateurs ne doivent pas tenter de retirer la batterie et ils doivent demander conseil a I'aide en
ligne de LG Service ou a d’autres prestataires de services indépendants.

Le retrait de la batterie implique de démonter le boitier du produit, de débrancher les
cables/contacts électriques et d’extraire avec précaution la cellule de la batterie en s’aidant
d’outils spécialisés. En allant sur http://www.lge.com/global/sustainability/environment/take-back-
recycling, vous trouverez des instructions destinées aux professionnels qualifiés sur les
procédures a employer pour retirer la batterie en toute sécurité.

German

Entfernen von Abfallbatterien und -Akkus

(Nur fur Produkte mit integrierter Batterie)

Falls dieses Produkt eine im Produkt eingearbeitete Batterie/Akku enthalt, die nicht ohne weiteres
durch den Endbenutzer entfernt werden kann, empfiehlt LG, dass nur qualifizierte Fachkrafte
Batterie oder Akku entfernen, die/der entweder wegen einer Ersatzlieferung oder fir ein Recycling
am Ende der Lebensdauer dieses Produkts ausgetauscht werden muss. Um Schaden am Produkt
zu vermeiden, und fir ihre eigene Sicherheit, sollten Benutzer nicht versuchen, Batterie oder Akku
zu entfernen und diesbeziglich die LG-Beratungsstelle oder einen anderen unabhangigen
Dienstleister zwecks Beratung kontaktieren.

Das Entfernen von Batterie oder Akku erfordert ein Zerlegen des Produkts, die Trennung der
elektrischen Leitungen/Kontakte und eine sorgfaltige Entnahme der Batterie-/Akkuzelle mit
Spezialwerkzeugen. Wenn Sie die Anweisungen fir qualifizierte Fachkrafte benétigen, wie man
Batterie/Akku sicher entfernen kann, besuchen Sie bitte
http://www.lge.com/global/sustainability/environment/take-back-recycling

Greek

AQaipean XpNOILOTIOINUEVWV PTTATAPIWV KAl CUTCWPEUTWY

(MONO yia 10 TTpOidV UE TNV EVOWHATWHEVN HTTATAPIA)

TNV TIEPITITWAT TTOU TO TTPOIOV OIOBETEI EVOWUATWEVN PTTATAPIO TTOU OE UTTOPEI va agaipedei atrd
1O XpNoTn, N LG oag mpoTeivel va atreuBuvBeiTe og eTTayyEAPATIA YIO TNV AQAiPECN TNG PTTATAPIAG,
€QV TTPOKEITAI VA TNV AVTIKATAGTATETE 1) VO Tn OTEIAETE yIa avaKUKAwaON aTo T€A0G TNG (wng TnG. MNa
TNV TTPOANWN BAGRNG OTO TTPOIOV, KAl yIa TNV AT@AAEIQ TOU XPNOTN, KNV ETTIXEIPATETE va
agaipeaeTe T prratapia. AmeuBuvBeite atn Mpappr BonBeiag g LG, ) ae Ao eTayyeApaTia.

H agpaipean Tng ptrarapiag TTpoUTToBETEl ATTOTUVAPHOAOYNON TOU TTEPIBANMATOG TOU TTPOIOVTOG,
QATTOOUVOEDN TWV NAEKTPIKWY KAAWDIWV/ETTAPWY, KAl TIPOTEKTIKF ATTOUAKPUVAN TNG MTTATAPIAG PE
e€e1dIkeupéva epyaleia. Eav xpelaleaTe TIG ETTAYYEAUATIKEG OONYIES YIa TNV APaipedn TNG
pTTaTOpPIag, ETOKEPBEiTE TN dieUBuvan http://www.lge.com/global/sustainability/environment/take-
back-recycling
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Hungarian

Elhasznalédott elemek és akkumulatorok eltavolitasa

(KIZAROLAG beagyazott elemmel rendelkezé termékek esetében)

Ha a termék olyan beagyazott elemet tartalmaz, amelyet a termékbél a végfelhasznalé nem tud
konnyedén eltavolitani, az LG azt javasolja, hogy elemcseréhez vagy a termék élettartamanak
végén az Ujrahasznositashoz azt csak szakemberrel tavolittassak el. A termék sérilésének
megakadalyozasa és a sajat biztonsaga érdekében a felhasznaldk ne kiséreljék meg az elem
eltavolitasat, és tanacsadasért vegyék fel a kapcsolatot az LG Service segélyvonalaval vagy mas
fliggetlen szolgaltatéval.

Az elem eltavolitasa soran fel kell nyitni a termékhazat, le kell csatlakoztatni az elektromos
kabeleket/érintkez6ket, és specialis szerszammal évatosan ki kell emelni az elemcellat. Ha
szakember tanacsara van sziiksége ahhoz, hogy biztonsagosan tavolitsa el az elemet, latogasson
el a kovetkez8 webhelyre: http://www.lge.com/global/sustainability/environment/take-back-
recycling

ltalian

Rimozione di batterie e accumulatori

(SOLO prodotti con batteriaincorporata)

Nel caso in cui il prodotto contenga una batteria incorporata nel prodotto che non pud essere
facilmente rimossa dall'utente finale, LG raccomanda che la batteria venga rimossa solo da
professionisti qualificati, sia per la sostituzione sia per il riciclaggio al termine della vita del
prodotto. Per evitare danni al prodotto, e per la propria sicurezza, gli utenti non devono tentare di
rimuovere la batteria, ma contattare il Servizio clienti di LG o altri fornitori di servizi indipendenti
per ottenere consiglio.

La rimozione della batteria comporta lo smantellamento della custodia del prodotto, la
disconnessione di cavi/contatti elettrici, e I'attenta estrazione della cella batteria utilizzando
strumenti specifici. In caso di bisogno di istruzioni per professionisti qualificati su come rimuovere
la batteria in modo sicuro, si prega di visitare
http://mww.lge.com/global/sustainability/environment/take-back-recycling

Latvian

Nederigo bateriju un akumulatoru iznemsana

(TIKAI produktiem ar iebuvetu akumulatoru)

Ja Sim produktam ir akumulators, kas iebtveéts produkta ta, ka gala lietotajs to nevar vienkarsi
iznemt, LG iesaka akumulatora iznemsanu nomainas vai parstrades nolikos produkta dzives cikla
beigas uzticét tikai kvalificeétiem specialistiem. Lai nenodarTtu kait€jumu produktam un pasargatu
sevi, lietotajiem nevajadzétu méginat iznemt akumulatoru un vajadzétu konsultéties ar LG
palidzibas dienestu vai kadu neatkarigu pakalpojumu sniedzéju.

Lai iznemtu produkta akumulatoru, ir janonem produkta korpuss, jaatvieno vadi un kontakti un ar
Tpasiem darbarikiem uzmanigi jaiznem akumulators. Ja jums nepiecieSamas kvalificétiem
specialistiem paredzétas norades par akumulatora drosu iznemsanu, dodieties uz
http://mww.Ilge.com/global/sustainability/environment/take-back-recycling
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Lithuanian

Baterijy ir akumuliatoriy atlieky pasalinimas

(TIK produktams su integruotu akumuliatoriumi)

Jei Siame produkte jmontuotas akumuliatorius, kurio tiesioginis naudotojas lengvai pasalinti negali,
.LG" rekomenduoja kad akumuliatoriy, jo keitimo atveju arba perdirbimo produkto tarnavimo laiko
pabaigoje, pasalinty tik kvalifikuoti specialistai. Siekiant apsaugoti jrenginj nuo apgadinimo ir jasy
paciy saugumui, naudotojai neturéty bandyti patys pasalinti akumuliatoriaus ir norédami gauti
patarimy turéty susisiekti su ,LG" Paslaugy pagalbos linija ar kitais nepriklausomais paslaugy
tiekéjais.

Akumuliatoriaus pasalinimas apima produkto korpuso iSardyma, elektriniy kabeliy/kontakty
atjungimg ir atsargy akumuliatoriaus elemento i$émimg naudojant specialius jrankius. Jei jums
reikia kvalifikuotiems specialistams skirty instrukcijy kaip saugiai pasalinti akumuliatoriy, praSome
apsilankyti http://www.lge.com/global/sustainability/environment/take-back-recycling

Macedonian

OT1cTpaHyBawe Ha NOTPOLUEHUTEe BGaTepun u akymynaTopm

(CAMO npousBoau co BrpapgeHa 6aTtepmja)

[okonky nponsBogoT coapxun 6aTtepuja WTO € BrpageHa BO NPOM3BOAOT U LUTO HE MOXaT KpajHUTe
KOpUCHULM Aa ja oTcTpaHaT, LG npenopadvyBa 6aTepujata fa ja otcTpaHaT caMo KBanuduKyBaHu
npodecroHanHu nuua, 6uno ga e 3a MeHyBake UNN 3a peLuKnnpate No UCTEKOT Ha XXMBOTHMOT
BEK Ha NpoM3BOAOT. 3a Aa crpeyar oWTeTyBake Ha NPOM3BOA0T M Nopaan HUBHA CONCTBEHA
6e3begHocCT, KopcHUUMTE He Tpeba aa ce obuayeaaT fa ja otcTpaHyBaat 6aTtepujata u Tpeba oa
ja KOHTaKkTUpaaT NMHKjaTa 3a noMmoLl nNpu ycnyrn Ha LG nnu gpyrn HesaBuCHM ucnopavyBaydn Ha
ycnyru.

OTcTpaHyBaweTo Ha 6aTepujaTta 3HauM 1 packronyBawe Ha KyKMLITETO Ha NPOoM3BOAOT,
NCKNy4yBah-€e Ha enekTpu4HMTE Kabnn/koHTaKTU N BHUMATENHO Bagewe Ha baTepujaTa co
cneuunjanuampan anar. [JoKonky Bv ce NoTpebHM MHCTPYKLUUNTE 3a KBanMUKyBaHN
npodecrmoHanHu nvua 3a Toa kako ga ja otctpaHute 6atepujata 6e3beaHo, noceteTe ja Beb-
cTpaHuuara http://www.lge.com/global/sustainability/environment/take-back-recycling

Netherlands

Verwijdering van afgedankte batterijen en accu's

(ALLEEN product ingebedde batterij)

In het geval dat dit product een binnen het product opgenomen batterij bevat, die niet gemakkelijk
kan worden verwijderd door eindgebruikers, raadt LG aan om de batterij alleen door
gekwalificeerde professionals te laten verwijderen, zijnde voor vervanging of voor recycling aan
het einde van de levensduur van dit product. Om schade aan het product te voorkomen, en voor
hun eigen veiligheid, moeten gebruikers niet proberen om de batterij te verwijderen en moeten
contact opnemen met de LG-servicehulplijn of andere onafhankelijke serviceproviders voor
advies.

Het verwijderen van de batterij betreft demontage van de productbehuizing, verbreken van de
verbinding van elektriciteitskabels/contacten en het zorgvuldig uithemen van de batterijcel met
gebruik van gespecialiseerd gereedschap. Als u de instructies voor gekwalificeerde professionals
nodig hebt betreffende het veilig verwijderen van de batterij, gaat u naar 9
http://mww.Ilge.com/global/sustainability/environment/take-back-recycling
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Norwegian

Fjerning av brukte batterier og akkumulatorer

(KUN produkt med integrert batteri)

| tilfelle dette produktet inneholder et batteri innlemmet i produktet som ikke enkelt kan fjernes av
sluttbrukere, anbefaler LG at kun kvalifisert fagpersonale fjerner batteriet, enten for bytte eller for
resikr ved slutten av dette produktets brukstid. For & unnga skade pa produktet, og for deres egen
sikkerhet, bgr brukere ikke prave a fjerne batteriet, og bar kontakte LG Service Helpline, eller andre
uavhengige serviceleverandgrer for rad.

Fjerning av batteriet vil involvere demontering av produktets deksel, frakobling av elektriske
kabler/kontakter, og forsiktig uttrekking av battericellen med spesialverktay. Hvis du trenger
instruksjonene for kvalifisert fagpersonale om hvordan batteriet fiernes trygt, ga til
http://www.lge.com/global/sustainability/environment/take-back-recycling

Polish

Usuwanie zuzytych baterii i akumulatoréw

(Dotyczy TYLKO produktéw z wbudowang baterig)

Jesli ten produkt ma wbudowang baterie, ktorej konsument nie powinien usuwaé samodzielnie, LG
zaleca, aby usuniecie baterii (w celu jej wymiany lub recyklingu po zakonczeniu cyklu zycia
produktu) zleci¢ osobie wykwalifikowanej. Aby unikng¢ uszkodzenia produktu i ewentualnego
niebezpieczenstwa, uzytkownik nie powinien probowac usuwac baterii. Zamiast tego, powinien
skontaktowac sie z LG Service Helpline lub innym niezaleznym dostawcg ustug w celu uzyskania
porady.

Proces usuwania baterii z urzgdzenia obejmuje zdjecie obudowy z urzgdzenia, odtgczenie
przewodow i stykdw elektrycznych oraz ostrozne usuniecie ogniw baterii za pomocg
specjalistycznych narzedzi. Jesli potrzebujesz instrukcji bezpiecznego usuwania baterii
przeznaczonej dla wykwalifikowanych pracownikéw, odwiedz strone
http://www.Ige.com/global/sustainability/environment/take-back-recycling

Portuguese

Remocéo de residuos de pilhas e acumuladores

(APENAS produtos com bateriaincorporada)

No caso de este produto conter uma bateria incorporada que néo possa ser removida prontamente
pelos utilizadores finais, seja para substituicdo ou reciclagem no fim da vida util deste produto, a LG
recomenda que a sua remocao seja efetuada apenas por técnicos qualificados. Para evitar danificar
0 produto e para sua propria seguranca, os utilizadores ndo deverao tentar remover a bateria,
devendo contactar o Servico de Assisténcia LG ou outros fornecedores de servi¢os independentes.
A remocéao da bateria implica a desmontagem da estrutura do produto, a retirada dos
cabos/contactos elétricos e a extracdo cuidadosa da célula da bateria utilizando ferramentas
especificas. Se pretender obter instru¢des de técnicos qualificados sobre o modo de remocéo
seguro da bateria, visite http://www.lge.com/global/sustainability/environment/take-back-recycling
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0. Precautions

Romanian

Eliminarea bateriilor uzate si acumulatorilor uzati

(DOAR in cazul produselor cu baterie incorporata)

In cazul in care bateria este incorporaté in produs si nu poate fi indepartata de utilizatorul final, LG
recomanda ca bateria sa fie indepartata doar de catre un personal calificat; bateria astfel
indepartata trebuie inlocuita si reciclata la sfarsitul duratei de viata a produsului. Pentru a preveni
deteriorarea produsului si producerea oricarui accident, utilizatorilor li se recomanda sa nu
indeparteze bateria, si sa contacteze Serviciul de Asistenta LG, sau orice alta unitate service
individuala.

Eliminarea bateriei implica demontarea carcasei produsului, deconectarea cablurilor/racordurilor
electrice si indepartarea cu atentie a bateriei, cu folosirea sculelor speciale. Pentru instructiunile
de indepartare in conditii de siguranta a bateriei, destinate personalului calificat, va rugam
accesati

http://mwww.Ige.com/global/sustainability/environment/take-back-recycling

Russian

N3Bne4vyeHune oTpaboTaHHbLIX GaTapen N akKyMynaTopoB

(TOJIbKO ansa npoayKToB CO BCTPOEHHOMN GaTapeen)

B cnyyae ecnu gaHHbIM NPOAYKT MMeET BCTPOEHHYO BaTapeto, KOTOPYH KOHEYHbIe Nofb3oBaTenm
He moryT 6e3 Tpyaa ussneuyb, komnaHus LG pekomeHayeT, 4Tobbl 6aTtapes Obina nssneyeHa
TONbKO KBanM@uUuMpoBaHHbIMU NpodyeccnoHanamMmm Ans ee 3aMmeHbl Unu yTunusaumm no
OKOHYaHWM cpoka cnyxba gaHHoro npoaykta. Bo nsbexaHve noBpexaeHus NpoayKTa u B Lensx
obecneyveHuns cobcTBeHHOM Ge30nacHOCTM Nonb3oBaTeNnam cnenyet nsberatb NONbITOK N3BEYb
GaTapeto 1 cneayeT cBadaTbes co Cnyxbon nogaepxkn LG vnv gpyrumm He3aBUCUMbIMA
nocTaBLUUKaMu ycnyr Ans nonyy4eHus coseta.

N3BneyeHne 6aTtapen BktoyaeT B ceba AeMOHTaX Koprnyca NpoaykTa, OTKoYeHne
3NEKTPUYECKMX Kabenen/KOHTaKToOB U OCTOPOXHOE U3BreYeHne anemeHTa 6arapeun, NCnonb3ys
crneunanm3npoBaHHble UHCTPYMEHTbI. [N nonyyYyeHnss MHCTPYKUUn No 6e30nacHOMY U3BMeYeHmto
GaTapen anga kBanuuuMpoBaHHbIX NPOdECCUOHANoB, NoXanyncra, noceTute
http:/imwww.Ige.com/global/sustainability/environment/take-back-recycling

Serbian Latin

Uklanjanje starih istroSenih baterijai akumulatora

(JEDINO proizvod sa ugradenom baterijom)

U slu€aju da ovaj proizvod sadrzi bateriju koju krajnji korisnik ne mozZe jednostavno da izvadi, LG
preporucuje da to uradi samo kvalifikovana osoba, bilo da se radi o zameni ili recikliranju baterije
nakon sto se istrosi. Kako bi se sprecio nastanak bilo kakvog oste¢enja na proizvodu, a i zbog
svoje liéne sigurnosti, korisnici nikako ne treba da pokusavaju da sami izvade bateriju, ve¢ treba
da pozovu LG pomoc¢ni servis ili nekog drugog nezavisnog provajdera za savet.

Vadenje baterije ¢e podrazumevati demontiranje kutije proizvoda, isklju€ivanje elektricnih kablova
i oprezno vadenje stanice baterije koristeCi posebne alate. Ako Vam je potrebna pomo¢
kvalifikovane osobe da biste videli kako se to radi, molimo Vas da pogledate veb stranicu
http:/imwww.Ige.com/global/sustainability/environment/take-back-recycling




0. Precautions

Slovak

Vybratie odpadovych batérii a akumulatorov

(LEN produkt so vstavanou batériou)

V pripade, ak tento produkt obsahuje batériu vstavanu v produkte, ktori nedokaze koncovy
pouzivatel jednoducho vybrat, spolo¢nost LG odporuca, aby batériu na ucel vymeny alebo
recyklovania po skon&eni prevadzkovej Zivotnosti tohto produktu vybrali kvalifikovani odbornici. S
ciefom zabranit poskodeniu produktu a kvoli vlastnej bezpecnosti sa pouzivatelia nesmu pokusat
vyberat’ batériu a o pomoc musia poziadat’ linku pomoci servisu LG alebo inych nezavislych
poskytovatelov servisu.

Suc¢astou vybratia batérie bude rozmontovanie skrinky produktu, odpojenie elektrickych
kablov/kontaktov a opatrné vybratie ¢lanku batérie pomocou Specialneho naradia. Ak potrebujete
pokyny o spdsobe bezpecného vybratia batérie uréené pre kvalifikovanych odbornikov, navstivte
http:/imwww.Ige.com/global/sustainability/environment/take-back-recycling

Slovenian

Odstranjevanje odpadnih baterij in akumulatorjev

(SAMO izdelki z vgrajeno baterijo)

Ce izdelek vsebuije v izdelek vgrajene baterije in jih konéni uporabnik ne more zlahka odstraniti,
vam LG priporo¢a, da pois¢ete pomo¢ usposobljenega strokovnjaka, bodisi za zamenjavo baterije
ali za recikliranje ob koncu delovne dobe tega izdelka. Za preprecevanje poskodb na izdelku in
varnost uporabnika, ne odstranjujte baterij sami, ampak si pois¢ite pomo¢ servisa LG Service
Helpline, ali drugega neodvisnega servisa, ki nudi takSne storitve.

Odstranitev baterije bo vklju€evala, v primeru odstranitve izdelka, prekinitev elektriCnih
kablov/kontaktov in previdno ostranitev baterije, z uporabo ustreznega specialnega orodja. Ce
potrebujete navodila za kvalificirane strokovnjake o tem, kako varno odstraniti baterijo, obiscite
spletno stran http://www.lge.com/global/sustainability/environment/take-back-recycling

Spanish

Eliminacién de las baterias y acumuladores usados

(SOLO para productos con bateria integrada)

En caso de que este producto contenga una bateria incorporada que los usuarios finales no
pueda retirar facilmente, LG recomienda que sélo profesionales cualificados retiren la bateria, ya
sea para su sustitucion que para reciclar la bateria al final de la vida util del producto.

Para evitar dafos en el producto, y por su propia seguridad, el usuario no debe intentar  retirar
la bateria, debe ponerse en contacto con la Linea de Ayuda de Servicios de LG, o con otros
proveedores de servicios independientes para su asesoramiento.

La eliminacién de la bateria implicara desmontar la carcasa del producto, la desconexion de los
cables/contactos eléctricos, y una cuidadosa extraccién de la célula de la bateria utilizando
herramientas especializadas. Si necesita instrucciones de profesionales cualificados sobre
coémo retirar la bateria de manera segura, por favor visite
http:/www.lge.com/global/sustainability/environment/take-back-recycling
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0. Precautions

Swedish

Kassering av forbrukade batterier och ackumulatorer

(Endast produkt med inbyggt batteri)

Om den har produkten innehaller ett batteri som sitter inbyggt i produkten och inte enkelt kan tas
bort av anvandarna rekommenderar LG att endast behdriga personer tar ur batteriet, antingen for
byte eller atervinning i slutet av produktens livslangd. For att forhindra skada pa produkten och av
sakerhetsskal far anvandarna inte forsoka ta ur batteriet och ska kontakta LG Service Helpline,
eller en annan oberoende tjansteleverantor for att fa hjalp.

Borttagning av batteriet inkluderar demontering av produktens kapa, frankoppling av elektriska
kablar/kontakter och forsiktigt uttag av batteriet med specialverktyg. Vid behov av instruktioner
fran behdriga fackman kring hur batteriet avidagsnas pa ett sakert satt, besok sidan
http://www.Ige.com/global/sustainability/environment/take-back-recycling

Turkish

Atik batarya ve akiilerin ¢ikarilmasi

(SADECE gomuiilu bataryali iirtinde)

Bu Urlnde, nihai kullanicilar tarafindan kolaylikla ¢ikarilamayan bataryanin trUnle birlesik
konumda olmasi halindeLG, ister batarya degisiminde ister bu Grinin kullanim siresinin sonunda
gerceklesecek olan bataryanin geri donusimunde bataryanin sadece nitelikli ve uzman kigiler
tarafindan ¢ikarilmasinitavsiye eder. Kullanicilar, Grandn zarar gérmesini engellemek ve kendi
guvenliklerini saglamak icin bataryayi ¢ikarmaya kalkismamali ve dneri konusunda LG Servis
Yardim Hatti ya da diger bagimsiz servis saglayicilari ile iletisime ge¢cmelidir.

Bataryayicikarma islemi,lrin kasasinin sdkutlmesini, elektrik kablo/baglantilarinin kesilmesini ve
Ozel aletler kullanilarak bataryanin dikkatli bir sekilde ¢ikarilmasini kapsar. Nitelikli ve uzman
kisilerin bataryayi gtivenli bir sekilde ¢ikarmalarina ydnelik talimatlara ihtiya¢ duymaniz halinde
[Gtfen http://www.lge.com/global/sustainability/environment/take-back-recycling baglantisina
gidiniz.
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. TV / Monitor



1. Commercial TV

l Disassemble process

15



2. Signage Monitor (Normal)
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3. Signage Monitor (Touch)
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1. Audio / Video



1. NP1540

19



2. NP 7550 / NA8550 / NP8350 / NA9350 / ART71 /
ART72 / ART73

[

Battery

L
L
r 4
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3. NP5550 / NA6550 / ART51 / ART52 / ART53
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4. NP7860 / NA8860

22



5. FH2
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6. PH2
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7. PH3
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7. PH3
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9. PJ3 /PJ8
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9. PJ3 /PJ8

Battery
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Battery
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10. PJ9




10. PJ9

battery

32



11. FJ3

33




12. RK8




13. PJ2




14. SJ7

36




15. PK5

Remove Screw 4EA using Hexagon wrench

Remove the Side Cover on both sides
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15. PK5

Remove Cover Top and Bottom

Remove Screw 8EA using '+’ wrench
And Remove Cover Rear
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15. PK5

Battery

Remove Screw 1EA using '+’ wrench
And Remove Holder Battery

Remove the Battery
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16. PK7

Cover Handle Assy Disassembly Cover top/Bottom disassembly

~ ~ ~ ~

After Screw 8EA Releasing, Panel Rear assy disassembly
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16. PK7

After Screw 6EA Releasing, pcb main assy disassembly

Connector 2ea disassembly is possible
when battery is disassembled.

Battery 2ea Disassembly
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17. PK3

Remove Screw using hex
agon wrench

Remove the side cover o
n both sides

Remove passive on both
sides
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17. PK3

Remove main PCBA

Remove Battery
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18. PL2
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19. PL5

LN
<t




19. PL5
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20. PL7

0001{+y
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20. PL7

s State:EXPOOOI{+2

e ¢
R s =
T o

AN 72
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21. PN5 / PN7

Tar
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21. PN5 / PN7

Battery disassembly

50



22. HBS- FN6/FN4

CASE TOP CRD OPEN
Insert a flat-blade screwdriver
\ into the disassembly groove

Flat head screwdriver
Scratch attention

CRD CASE BTMASS'Y

decomposition j

Create a small gap with a flat head screwdriver
-> Unlock HOOK Using a peak

1. Open CASE TOP CRD -> Using a flat head screwdriver = Open the gap of CASE BTM INNER
-> Unlock HOOK Using a peak > CRD CASE BTM ASS'Y decomposition.

by pushing up

WPC SOLDERING REMOVAL

Release the HOOK

=

Dismantle HOOK by spreading
from side to side

WPC ASS'Y

\

)

CRD WPC ASS'Y
decomposition j

2. Remove soldering of WPC using ironing machine =  Open the bottom HOOK of the BRACKET PCB CRD
—>Push the top HOOK - WPC and PBA decomposition.

Item 2 are only HBS-FN6 models.

Unlock two SCREW locations :
: TAPE UVC decomposition ,, iﬁ
"f Do not reuse tape uvc -

~

BATTERY
SOLDER POINT

Removed 5 FPCBs and
BATTERY SOLDERING

PBA, BATTERY decomposition

3. Remove 5 places of FPCB and BATTERY SOLDERING using ironing machine. Item 3 are only HBS-FN6 models.
4. Decomposition of two places of TAPE UVC =  After releasing two SCREW - Decomposes PBA and BATTERY.
(TAPE UVC should not be reused when assembling. Use new tape.)
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23. HBS- SL5/SL6S

1. Disassemble the Cap Screw
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23. HBS- SL5/SL6S

4. Disassemble the Screw (1point)
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24. HBS- XL7

1. Disassemble the Cap Screw

54



24. HBS- XL7

4. Remove soldering of Battery using a pharynx

28

5. Disassemble the Battery
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25. PN1
DISASSEMBLY INSTRUCTIONS

1) Gently lift up the four edge of the Front Cover with a fiat head screwdriver and remove the Front Cover.

2) Remove the (following) six screws securing the Speaker Assembly.

3) After lifting the Speaker Assembly, heat the bonded connector with a heat gun and then disconnect the
speaker cable.

4) Remove the Speaker Assembly.
*Rubber Ring need to change new part for waterproof, if assembled it over 3 times.

5) Remove the three screws securing the Main PCB Assembly.

6) Remove the Holder.

7) After heating the bonded connectors with a heat gun, disconnect the cables.
8) Remove the Main PCB Assembly.

9) Apply a few drops of isopropyl aicohol (over 90%) to the edge of the Battery.
10) Wait 5 minutes for the adhesive to weaken, and then remove the Batiery.
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26. HBS-FN7

!
X )

Flat head screwdriver
Scratch attention

=

‘ HOOK

CASE TOP CRD OPEN . . CRD CASE BTM ASS’Y decomposition
N Create a small gap with a flat head screwdriver
Insert a flat-blade screwdriver into the .
) - Unlock HOOK Using a peak
disassembly groove

1. Open CASE TOP CRD - Using a flat head screwdriver - Open the gap of CASE BTM INNER
- Unlock HOOK Using a peak = CRD CASE BTM ASS'Y decomposition.

- N

HINGE PIN

Disassembly of rotation over 90 degrees
of HINGE PIN usin_g tweezers Disassemble CRD CASE TOP ASS’Y /

2. Disassemble the HINGE PIN using tweezers -> Disassemble CRD CASE TOP ASS'Y

/ _ WPC SOLDERING

REMOVAL

Release the HOOK
% by pushing up

4l WO WPC ASS'Y
¥ N

k < T VN Dismantle HOOK by spreading

from side to side CRD WPC ASS’Y decomposition /
3. Remove soldering of WPC using ironing machine = Open the bottom HOOK of the BRACKET PCB CRD
—>Push the top HOOK > WPC and PBA decomposition.

Unlock two SCREW locations . g \

Removed 5 FPCBs and
BATTERY SOLDERING PBA, BATTERY decomposition /

4. Remove 5 places of FPCB and BATTERY SOLDERING using ironing machine.
5. Decomposition of two places of TAPE UVC -  After releasing two SCREW - Decomposes PBA and BATTERY.
(TAPE UVC should not be reused when assembling. Use new tape.)
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lll. Projector



1. PH300
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2. PV150G
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3. PH550 / PH550G




3. PH550 / PH550G
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4. PH150G
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4. PH150G

-

e B
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5. PH450UG

65




5. PH450UG
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6. PH550G
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6. PH550G
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7. PH30JG
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7. PH30JG
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8. PF50KS / PF50KG
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9. PH30N-GL

B 2 '




10. PH510PG-GL




IV. PC



1. All-In-One Chromebase
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1. All-In-One Chromebase
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1. All-In-One Chromebase
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2. 142960_14Z950
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3. 152960
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4. 137940
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5. 22V240 / 22V270
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6. 24V360
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7. TSP500 / TSP510
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8. MP500




9. MP700
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10. 132970 / 142970 / 152970

86



11. 132980 / 142980 / 152980

87



11. 132980 / 142980 / 152980

88



12. 24CK550

v
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13. 14/15/17Z90N

Ps ’*‘;
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14. 14T990/14T90N

91



15. 177U70N/15U70N

92



16. 15Z95N/17Z95N

93



17. 14/16/17Z90P
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18. 14/16T90P

95



19. 15U70P

96



20. 17U70P

97



21. 13U70P

98



V. Printer



1. PD239

Battery 100



2. PD251 / PD261

101




3. PD269
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4. PC389

Hook 9 points

Screw 4 points Hook 6 points
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4. PC389

Hook 4 points
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VI. Mobile



1. LGD820 / 821

A-B—-C—-D—-E (Hok1-2—-3—-4-5-6—-7-8—-9-10-1-512->513->14-15)

106



1. LGD820 / 821

C€ X it B © i £
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PIN
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2. LGD955

T - R
~DTMERELN N

ARELIRAIN
AARETLL, &
PR, FAUE
ARABWEE: 4200

WS -G .
BATHRT NBY

|

* Unhook direction
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Point




2. LGD955

P RSy

e

109



3. LGV400

T —

. 4
-
|

Direction

i

2
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3. LGV400

 <taring pont

=X

Disassemble battery pack by tool. (The principle of the lever)
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4. LGV480

y

Direction

ya

\
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4. LGV480

T O TS

-

;o —— BT

Disassemble battery pack by tool. (The principle of the lever)
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5. LGV490

y
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5. LGV490

2004 04 21}
S140429(T)

38401 LLL

@La pmr

Starting point &

CEF N
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6. LGV500
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7. LGV700

Volume Key
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8. LGW100

oD
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8. LGW100
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9. LGW105E

Push Point
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9. LGW105E
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10. LGW110
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10. LGW110
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10. LGW110
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10. LGW110
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10. LGW110
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10. LGW110
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11. LGD802

1) Disassemble Battery cover

1L 2

\

Push Sim opener hole
of Cover battery
with Sim opener.

2) Disassemble Rear cover

1) Disassemble the Rear, SPK module Screws.
(Screw Point : 12Point)

different size
with other things

* Unhook direction

2) Unhook Rear cover along below direction.

C€

e
8B |

!

Start Point
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11. LGD802

3) Disassemble Main PCB

1) Disassemble main PCB
Disconnect FPCB Connectors & RF cable heads and pull in main PCB.

4) Disassemble Touch FPCB

1) Disconnect Touch FPCB Connectors and disassemble Touch FPCB.
2) After remove SPK module, disconnect RF cable heads & connecters and lift up Touch FPCB completely.

Touch FPCB Connetor
(2Point)
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11. LGD802

5) Disassemble Battery cell

1) After remove Touch FPCB, lift up the right side of the battery cell
using a spatula and disassemble a battery cell.

*Disassemble the Battery cell.

*Using a wide Spatula,
Lift up the right side of Battery cell firstly.
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12. LGH955

1) Disassemble Back cover

Using nalil, remove cover battery

Procedure :A - B —-C—=D
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12. LGH955

2) Disassemble battery cover

1) All Screw 11ea remove
(Red side 9Point 3.5mm / Blue 4pt 3mm Screw)

Screw should be separated

2) Right bottom side Rear first

Rear Cover remove
(Remove procedure :A > B> C~> D > E)

..........

Main Ant. remove
(Remove procedure : A > B)

@ 132



12. LGH955

3) Disassemble PCBs and Connectors

1) Connector 10point remove
Be cautious about Connector, FPCB, Chip damage
Rear Cam. Conn.

Front Cam. Conn.

Lower FPCB Conn.
Coaxial Cable
(Left, Top)

Bat. Conn? Coaxial Cable

(Right, Top)

Coaxial Cable
(Right, Bottom)

Coaxial Cable
(Left, Bottom)

1.5mm Screw
2) Screw 2ea(1.4mm) remove

3) Main PCB and Lower FPCB remove
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13. LGW150

Be Heating at 10cm distance using a Heat
Guns on Cover Rear during 10s~15s at 400°C .
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13. LGW150
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13. LGW150
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13. LGW150
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14. LGV735

1) Rear cover Disassemble Guide

1. Disassemble Cover Rear’s 1/0 hook 2ea by pushing
backward with tool 1.

2. Disassemble battery as above picture

@
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14. LGV735

2) Battery Disassemble Guide

1. Disassemble screw 4ea 2. Disassemble battery as above picture
which pointed to above picture.

3. Finish
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14. LGV735

3) Main PCB Disassemble Guide

1. Disassemble screw 6ea 2. Disassemble connector 3ea which are front camera, motor
which pointed to above picture. and LCD FPCB .

3. Disassemble PCB as above
picture .Firstly, carefully lift
up 1/0O area of PCB as 1
direction, and then, take out
PCB as 2 direction.

140



15. LGH791, LGH791F

SIM Tray Remove

Using SIM ejection, remove SIM tray

® | o
O
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15. LGH791, LGH791F

Cover Battery Remove

Battery cover Hook

I Rib

Disassemble procedure : A-B -+ C—-D—-E—-F—-G—->H—>1—J
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15. LGH791, LGH791F

Rear Cover Remove

1) All Screw 10ea remove
(Red side 9Point 3.5mm)
Screw should be separated

2) Right bottom side Main Ant. first

Main Ant. remove
(Remove procedure : A > B)

3) Right side R@Cover first

Rear Cover remove
(Remove procedure : C > D > E > F)
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15. LGH791, LGH791F

PCB Remove

1) Connector 3point remove
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15. LGH791, LGH791F

Battery Remove

1) Disassemble to Battery (bottom side first)
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16. H650E

1) Device Disassemble Guide (1 = 8)

1. Disassemble Tray (2ea) 2. Disassemble Screw (4EA)

3. Disassemble Cover Rear BTM 4. Disassemble Key Rail & Screw

5. Disassemble Cover Rear 6. Disassemble Screw (7ea)

 (ETCTHBE
7B oS
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16. H650E

7. Disassemble Conn (3EA) 8. Complete Disassembling

2) Battery Disassemble Guide (1> 6)

1. Disassemble Rear cover 2. Disassemble battery conn
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16. H650E

3. Insert tool right side of Battery 4. Lift up the Battery

5. Disassemble Battery 6. Complete Disassembling
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17. K500N

1. Disassemble Screw (9ea) 2. Disassemble Rear cover

Deep insert the hera.

Insert the hera, left or right side of battery.

5. Remove battery (2)

149

Lean back the hera.



18. W200E

1. Disassemble Screw (4ea) 2.1 Disassemble Rear cover 2.2 Disassemble Rear cover

10Cm distance
400°C, 10~15 sec

2. 3 Disassemble Rear cover 3. Disassemble Main PCB



19. K580

3. Disassemble Screw (1ea)

1. Disassemble Screw (10ea) 2. Disassemble Antenna & Connector (3ea)

4. Disassemble Main PCB 5. Remove Battery

4 T i, o
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20. K220

1. Disassemble Battery Cover

Disassemble battery cover hook after that remove SIM tray.
Be careful Antenna contact clip when you disassemble battery cover hook. (indicated red box)

2. Disassemble Screw(12ea)

152
Push a upper side of rear cover. / Disassemble Rear cover hook using nail or plastic tool.



20. K220

4. Disassemble Battery

Put a wide spatula in to left side of Battery
And put up Battery.
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21. W281

1. Disassemble Screw (4ea) 2. Disassemble Band 3. Disassemble Rear cover

4. Disassemble Ferrite Sheet 6. Separate Main Board

7. Complete Disassembling

—

.

Batter
A
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21. W281

8. Disassemble Battery 9. Disassemble Battery 10. Complete Vibrator
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22. H870

1. Disassemble SIM Tray

2. Heat and Pull

3. Use edge for separation

4. Loosen 11 screws

B
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22. H870

5. Disassemble main antenna 6. Disassemble rear cover

”

7. Disconnect 4 connectors / main PCB 8. Remove battery
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23. M320N

1. SIM TRAY remove 2. Insert the disassembly tool into battery cover

3. Move the tool and disassemble hooks 4. Screw Removal

158



23. M320N

5. Insert the disassembly tool into rear 6. Decomposition complete

7. Disassemble connector

159



23. M320N

9. Disassemble battery (Finish)
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24. W270

1. Disassemble Band

2. Disassemble Rear cover

400 ° C / 10 seconds to 15 seconds and heated
at 10cm distance using a Heat Guns in Cover
Rear.

Be careful not to be damage at PCB while
opening Rear Cover with using Plastic opening
tool

3. Disassemble Main PCB

4. Disassemble Vibrator

Use a Plastic opening tool to separate
connectors from Main PCB.

161



24. W270

5. Disassemble Cover front 6. Disassemble Battery

Remove the two screws. Be careful scratch on the battery with using
opening tool.
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25. H970

1. Disassemble Deco Top/BTM 2. Disassemble Screws(4ea)

3. Make gap between cover 4. Open a cover battery putting a hera
battery & front using a pinset into gap of #3.

X Very caution :
Put the mobile in cold chamber(-20°C, 10min) before detaching the battery. 163
Otherwise, it will be possible to be burned!!




25. H970

5. Disconnect a battery Conn.

6. Lift up battery using a hera
from BTM side

7. Complete

164



26. M700n / M700A

1. Disassemble SIM Tray

2. Disassemble Battery Cover

3. Disassemble Screw (11ea)

4. Disassemble Main Antenna & Sub Antenna

165



26. M700n / M700A

5. Disassemble Connector (4ea)

6. Disassemble Main PCB

7. Disassemble HW Parts (2ea)

8. Disassemble Battery
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27. GO11C

1. Set the phone to the Chamber at a
temperature of 80 ° C for more than 10
minutes.

2. Uses a tool named absorber
for Window Removal

Absorber

3. Lifts up Center > Top -> Bottom 4. Touch Window open

167



27. GO11C

5. Remove a Window tape

6. Remove a Bracket Touch Conn.

7. Remove a Bracket POLED Conn.

8. Disconnect a Touch Conn.

168



27. GO11C

9. Disconnect a POLED Conn. 10. Finishes the Touch Window removal

12. Lifts up the Frame Top using

11. Loosen a screw 11point the rounded end Pinset

169



27. GO11C

13. Finishes the frame removal 14. Remove a Simtray

15. Disconnect a Conn. 6Point 16. Finishes the PCB removal

170



27. GO11C

17. Lifts up the battery using the hera 18. Finishes the battery removal

(CEC R = B

ARG s F

T

3 ’ E

Q-
it~

o
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28. H930

1. Disassemble the connectors using the tools.
(connector 5 points)

2. Remove the SIM Tray before removing the PCB. Lift up the pcb and remove it.
And pull out the battry
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29. LM-G710EM

1. SIM Tray Remove 2. Rear Cover Assy Remove

. @ Stick a vacuum sucker to the lower part of rear cover glass

Insert ejector pin to the hole of SIM tray, then

push it. @ Slightly lift the rear cover glass by pulling it, then Insert spatula into the gap
When it comes out, remove SIM tray.

between the middle cover and the rear cover. Slide the spatula along the outline of
the phone. When the rear cover is lifted enough, open it with care.

3. Disassemble Screw 4. Inner Cover Assy Remove

@ Open the upper inner cover poking the spatula into the nick (red circle)
@ Lift the lower inner cover as shown below.
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29. LM-G710EM

5. PCB Remove

@ Disassemble connectors (4ea)

@ Poking spatula to the point shown in the picture (red circle)

@ Lift it with care and disassemble the connector below.

6. USB FPCB, Earjack Remove

Remove USB FPCB by lifting the connector first.
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29. LM-G710EM

7. Motor, Side Key Module, Receiver Remove

@ Poking tweezers into the gap below the motor and lift it.
@ Poking tweezers into the gap below the front camera and lift it.

®, @ Remove Side key Brackets by lifting it.

® Poking tweezers into the gap below the receiver and remove it minding that FPCB could be easily torn.

8. Battery Remove

Put it into cold chamber (-20°, 30min), then remove battery cell.

When it is put under low-temperature environment, adhesion force of battery tape is dramatically
decreased.

After putting it out from the chamber, remove battery cell by using spatula with care.

P

G LG BLT39
e H
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VIl. Vacuum Cleaner



1. VK7407

B General Information

Sc.rew 0
driver
Standard tools Plier X
required Nipper X
Hammer X
Others X
L\CI)ZTSSE;S:?(;S (Name) (Description)
Other
Types of screws ‘ o O
used A 4 (Description)
Number of
screws - 11 - - - -
to be removed
Type of battery Battery 1 Li-lon Battery Pack
cell embedded ~ oonery 2 :
Battery 3 -
=, 2 Other
/5\ /& e Aﬂ\ n
Electrical Flammable = Corrosive Danger'ous 'Han.d -
danger batteries pinching
Special 0 X X X @) -
instructions / Please
cautions watch out
Please turn hand
off before pinching
the - - - when you -
disassembly. disassemble
the covers
and base.




1. VK7407

l Disassemble process

-
-
-
3
!
-
®
- | %
L
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1. VK7407

l Disassemble process
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1. VK7407

l Disassemble process

180



1. VK7407

l Disassemble process

181



1. VK7407

l Disassemble process

182



1. VK7407

l Disassemble process
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1. VK7407

l Disassemble process

184



2. KK8407, VK9407

B General Information

Screvv 0
driver
Standard tools Plier X
required Nipper X
Hammer X
Others X
E)ZT:E;&?;S (Name) (Description)
Other
Types of screws ‘ 9 O
used A 4 (Description)
Number of
screws - 10 - - - -
to be removed
Type of battery Battery 1 Li-lon Battery Pack
cell embedded ~ oonery 2 :
Battery 3 -
=, 2 Other
/5\ /& e Aﬂ\ n
Electrical Flammable = Corrosive Dangegnm 'Hang -
danger batteries pinching
Special 0 X X X @) -
instructions / Please
cautions watch out
Please turn hand
off before pinching
the - - - when you -
disassembly. disassemble
the covers

and base.




2. KK8407, VK9407

l Disassemble process

186



2. KK8407, VK9407

l Disassemble process

{MADE IN KOREA |

€ e
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2. KK8407, VK9407

l Disassemble process

188



2. KK8407, VK9407

l Disassemble process

189



2. KK8407, VK9407

l Disassemble process

190



2. KK8407, VK9407

l Disassemble process

191



2. KK8407, VK9407

l Disassemble process

192



3. VH92**DSW

B General Information

Screw
driver
Standard tools Plier
required Nipper
Hammer
Others

X X X X O

Non-standard

tools required (Name)

Other
Types of screws ‘
used W (Description)

Number of
to be removed
Type of battery Battery 1 Li-ion battery
Battery 2
cell embedded
Battery 3
.f A
= A Other
/6\ /& A Aﬂ\ =
Electrical Flammable Corrosive Danger‘ous 'Han.d (Description)
Special danger batteries pinching
instructions / X X X X X X

cautions

193



3. VH92**DSW

l Disassemble process

194




VIl. ETC.



1. BP302

@ Break outer casing
X Caution !! After breaking outer casing, it cannot be reassembled !!

196



1. BP302

@ Remove Cell

Remove Cell Negative

Remove Cell Positive

Insulation tape used to insulate Insulation tape used to insulate exposed electrical conductors

exposed electrical conductors J

197



2. BP405

@ Break outer casing
X Caution !! After breaking outer casing, it cannot be reassembled !!

198



2. BP405

@ Remove Cell

199



3. BP410

@ Break outer casing
X Caution !! After breaking outer casing, it cannot be reassembled !!

-
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3. BP410

@ Break outer casing
X Caution !! After breaking outer casing, it cannot be reassembled !!

r 1
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3. BP410

@ Remove Cell

202



4. HBS-500

Remove Remove
screw cap. screw.

e

Insert the tool to the edge,
and then disassemble
from left to right.

Push edge
(Jabara)

Remove
battery wire. 503

Remove bonding.



5. HBS-600

Remove:* SCrews Insert the tool to the edge,
at 3 points. and then disassemble
from right to left.

Detact battery. Remove battery
wire. 204



6. HBS-730

Remove Remove

screw cap.

Remove battery
wire.

Insert the tool to the edge, and then
disassemble from left to right.

205



7. HBS-750

Remove Remove
SCrew cap. Sscrew.

Detach battery from

case. Insert the tool to the
edge, and then
disassemble from left
to right.

Detach PCBA.

Remove battery wire.

Remove bonding.

206



8. HBS-760

Remove Remove Insert the tool to the edge,

screw cap. SCrew. and then disassemble
from right to left.

Remove bonding. Eg’s:h

Remove
battery wire.
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9. HBS-800

Remove screw
cap.

Remove screw.

Insert the tool to the edge, and
then disassemble right to left.

Insert the tool to the edge, Detach FPCBA
and then '
disassemble right to left.

Remove battery wire.

208



10. HBS-900

* HBS-900 has 2 batterys at each parts
(left / right).

Insert the tool to the edge,
and then disassemble

Remove screw REMOVve SCrew. from right to left..
cap.

Remove battery Detach PCBA. Detach connector.
wire.

209



10. HBS-900

* HBS-900 has 2 batterys at each parts
(left / right).

edge, and then
Remove screw. disassemble from right
to left..

Remove screw
cap.

Detach PCBA. Detach connector.

Remove battery
wire.

210



11. HBM-290

Insert the tool to the edge, and then
disassemble from left to right.

Remove battery
wire.

Remove mic wire.

w-0 @ »

i
o S

249
et IR

Insert the tool and detach
PCBA.
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12. Transparent Cooler

.
1

212



13. ESS PCS

Disconnect cable 1 point

213



13. ESS PCS

Remove RTC Battery
by Soldering Iron
or Heat gun

Satw 45 BCI ¥ ADYIEM
LTI R DU
Mt sagwas | X R ENTYI 2
IR

-
E:
=
Ei
-
=
-

i
i

5
*
&
3
8
L
B
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14. HBS-1100

* HBS-1100 has 2 batterys at each parts
(left / right).

/N .

Remove screw cap(3point). Remove screw(3point).

Insert the tool to the edge,
and then disassemble from
right to left .

_ Insert the tool to the edge,
Insert the tool to the edge, Remove screw.(5point) and then disassemble from
and then disassemble left to right .

from left to right .

Remove screw(2point). Detach PCBA. Remove battery wire.



14. HBS-1100

* HBS-1100 has 2 batterys at each parts
(left / right).

~ 2

Remove screwcap(3point). Remove screw (3point).

Insert the tool to the edge, and then
disassemble from right to left .

e

Insert the tool to the edge, and . ove screw (5point). Insert the tool to the edge, and
then disassemble from left to then disassemble from left to
right .

ight .
‘ rg

Remove screw (2point). Detach PCBA. Remove battery wire.



15. HBS-S80

Using a tool, detach .
Upper case. Remove screw . Detach Tilt Bracket.

\ 4
) @

o Remove screw .
Detach PCBA. Detach Inner Bracket.

Remove battery
wire.



16. HBS-820S

Remove screw cap. Remove screw. Insert the tool to the edge,

and then disassemble from

right to left. '

Insert the tool to the edge,
Detach FPCB. Remove screw. and then disassemble from
right to left.

Detach PCBA. Remove battery wire.



17. HBS-A100

* HBS-A100 has 2 batterys at each parts
(left / right).

Remove screw cap Remove screw Insert the tool to the edge,
(2point). (2point) and then disassemble from
' right to left.

o B T
Detach FPCB. Insert the tool to the edge, Remove Wing Tip
and then disassemble from
right to left.

Detach PCBA. Remove battery wire.



17. HBS-A100

* HBS-A100 has 2 batterys at each parts
(left / right).

Remove screw cap Remove screw Insert the tool to the edge,
(2point). (2point) and then disassemble from
' right to left.

Detach FPCB Insert the tool to the edge, Remove Wing Tip
. and then disassemble from
right to left.

Detach PCBA. Remove battery wire.



18. HBS-A80

- HBS-A80 has 2 batterys at each parts
left / right).

»

Remove screw cap

. Remove screw Disassemble from right to le
(2point).

(2point).
$

|

3
'
hY

-

\:

Detach PCB Insert the tool to the edge, Remove Wing Tip

and then disassemble from
and Battery right to left.



18. HBS-A80

- HBS-A80 has 2 batterys at each parts
left / right).

»

emove screw cap Remove screw
(2point). (2point). Disassemble from right to le

h

a

2

i CASE TOP R

Detach PCB Insert the tool to the edge, Remove Wing Tip
and then disassemble from
right to left.

and Battery



19. HBS-910

. g . >

Remove screw

Remove screw. Remove Deco
cap.
\
= : A\
—
Detach PCBA. Insert the tool to the edge, Remove screw.
and then disassemble from
right to left.

Remove bonding. Remove battery wire.



20. HBS-770

»

~

Remove screw
Remove screw. Insert the tool to the edge,
cap. and then disassemble from
right to left.

$

Detach FPCB Detach deco (left/right)

(6point)
\ 4

Detach case

1@

AL E Uywoly gy res

Detach case (left/right) Remove battery wire.
(6point)



21. HBS-810

Remove screw ) |

Remove screw. Insert the tool to the edge

cap. and then disassemble from
right to left.

Remove battery wire. Detach PCBA. Remove screw.



22. HBS850

* HBS-850 has 2 batterys at each parts
(left / right).

Remove wing ti Remove screw ca Remove screw(2point)
gup P P

Insert the tool to the edge,
Remove FPCB and then disassemble from
right to left.

Remove battery wire.



22. HBS850

* HBS-850 has 2 batterys at each parts
(left / right).

Remove wing tip

2; y ‘ 0 N
Insert the tool to the edge,
and then disassemble from
right to left.

Remove battery wire.



23. HBS-W120

* HBS-W120 has 2 batterys at each parts
(left / right).

Remove screw Remove screw. Insert the tool to the edge,
cap. (3point) (3point) ?igitt?sr;e?tlsassemble from

Remove screw. Insert the tool to the edge, Remove screw.
and then disassemble from

right to left.

Detach FPCB Detach PCBA. Remove battery wire.



23. HBS-W120

* HBS-W120 has 2 batterys at each parts (left / right).

Remove screw cap. (3point) ~ Remove screw.(3point)

\ 4

Insert the tool to the edge, Remove screw. Insert the tool to the edge,
and then disassemble from
right to left.

and then disassemble from
right to left.

Detach FPCB

| 1-500 822 8837
YUA02e816016

Remove battery wire. Remove Speaker wire.



24. HBS-920

* HBS-920 has 2 batterys at each parts
(left / right).

— . -

Remove screw cap Insert the tool to the edge,
(3point) Rem_ove SCrew. and then disassemble from
' (3point) right to left.

Insert the tool to the edge, Remove screw.
and then disassemble from (2point)
right to left.

Detach PCBA. Remove battery wire,



24. HBS-920

* HBS-920 has 2 batterys at each parts
(left / right).

Insert the tool to the edge,
Rempve screw. and then disassemble from
(3point) right to left.

Remove screw cap
(3point).

harman Kardon

Insert the tool to the edge, emove screw.
and then disassemble from (2point)
right to left.

Detach PCBA.

Remove battery wire.



25. HBS-780

Ad
A =D

Remove screw cap.
(2point)

Remove screw. Insert the tool to the edge,
200i and then disassemble from
(2point) right to left.

Detach battery from

Remove battery wire.
case.



26. HBS-510

Remove
Screw.

Insert the tool to the edge, and then

disassemble from left to right.
Remove screw.

)

Remove UV bonding and remove battery wire.

Remove Top case R.
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27. 14HK701G

9900,

2593
3339920
el

I+
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28. HBS-1120, HBS-930

MRE

Remove ear holder screw.

e

Remove deco.

Remove screw cap Remove band cover
and screw. from top to bottom.

Push the screw hole using
tool and separate the deco.

‘ ~ i
Remove screw @) and @ and

Insert the tool to the edge,
and then disassemble from
bottom to top.

disassemble the cover.

[Left] ' [Right] 235

Remove screw and
detach the PCBA. Remove the battery wire.



