
HOME ENTERTAINMENT

IT MONITORS

29UM55
IPS 21:9 UltraWide™ Monitor

PANEL
Screen Size    29" Class (29" diagonal)

Panel Type   IPS

Color Gamut (CIE1976)   sRGB (100%)

Aspect Ratio   21:9

Resolution   2560 x 1080

Brightness (typical)   250 cd/m2 (Center, 1 point)

Contrast Ratio (Original)   1000:1

Response Time (typical)   5ms(GTG)

Viewing Angle (CR≥10)   R/L 178 (Typ.), U/D178 (Typ.)

Surface Treatment   Hard Coating (3H), anti-glare

INPUT/OUTPUT
HDMI    2

DisplayPort    1

POWER
Type   Adapter

Input   100~240V

Normal On (EPA 6.0)   TBD

SPECIAL FEATURES
PC   Yes (Wide, Original, Cinema1, Cinema2, 1:1)

sRGB   Yes

DDC/CI   Yes

PBP   Yes

Plug & Play   Yes

Screen Split (S/W)   Yes

Auto Resolution (S/W)   Yes

DIMENSIONS/WEIGHTS
Without Stand (WxHxD)   27.7" x 12.9" x 2.5"

With Stand (WxHxD)   27.7" x 16.3" x 8.4"

Shipping Dimensions (WxHxD) 32.1" x 15.9" x 6.2"

Without Stand Weight   10.4 lbs

With Stand Weight   11.4 lbs

Shipping Weight   16.5 lbs

KEY FEATURES

SIzE    29" Class (Aspect Ratio 21.9")

RESOLUTION   21:9 UltraWide™, 2560 x 1080

CONTRAST RATIO   Mega 

RESPONSE TIME   5ms

BRIGHTNESS   250 cd/m

INTERFACE    Display Port x 1, HDMI x 2, DVI-D(Dual Link),

CABINET / ACCESSORIES
VESA® Size (mm)   75 x 75

Detachable Base   Yes

Tilt (angle)   -5~20 Degree

Power Cord   1

HDMI   1

Stand Body Cover   1

STANDARD
TCO6.0   Yes

UL (cUL)   Yes

CB   Yes

FCC-B, CE   Yes

CCC, BSMI   Yes

KC   Yes

EPA   Yes

ROHS, REACH   Yes

Windows   Yes (win8)

WARRANTY / UPC
Limited Warranty   1 Year Parts & Labor

UPC   719192194915
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